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GENERAL NOTES

1. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND UTIUTIES PRIOR TO THE INSTALLATION '
OF PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
MAINTENANCE OF TRAFFIC WILL BE HANDLED. BY THE CONTRACTOR UTILIZING MDSHA STANDARD PLATES FOR TRAFFIC CONTROL.
THE SHA SIGNAL SHOP WilL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING. :
'WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION
AND CONDUIT BY HAND. : ’ >
THE CONTRACTOR SHALL VERIFY THE PROPOSED POLE LOCATION PRIOR TO INSTALLATION. <
ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, _ 'g
HIGHEST ROADWAY PROFILE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, AND MD 818.04. %
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CONSTRUCTION DETAILS

. REMOVE AND DISPOSE OF EXISTING MAST ARM POLE, CABINET AND W3-3 *SIGNAL AHEAD" SIGN. REMOVE AND DISPOSE OF EXISTING
CONCRETE FOUNDATION 12 INCHES BELOW GRADE. ' ' _

INSTALL 2| FT. STEEL POLE (60 SERIES) WITH 38 FT.MAST ARM, VEHICULAR TRAFFIC SIGNAL
HEADS, AND W3-~3 SIGNAL AHEAD WARNING SIGN. (NOTE: I-3 INCH PVC 90 DEGREE BEND) (SEE NOTE 9)

INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED).
INSTALL ELECTRICAL HANDHOLE.

USE EXISTING CONDUIT.

USE EXISTING HANDHOLE.

USE EXISTING CABINET AND CONTROLLER.
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THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
ALL GEOMETRIC MODIFICATIONS WILL BE CONSTRUCTED BY OTHERS.

THE CONTRACTOR SHALL REMOVE ALL ABANDONED ELECTRICAL CABLE.

21 FT.STEEL POLE TO BE INSTALLED 2' BEHIND BACK OF CURB.
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ONE PROPOSED HANDHOLE TO

NOTE:

3 ~ INSTALL 300’ FROM STOP LINE. ARYLAND
- THESE PLANS ARE APPROVED FOR CONSTRUCTION FOR A PERIOD OF ONE (f) YEAR FROM THE DATE OF THE SIGNATURES. ) | STATE OF MAR
 SHOULD CONSTRUCTION NOT BEGIN WITHIN THIS TIME FRAME, THESE PLANS SHALL BE NULL AND VOID. AFTER 1 YEAR, DEPARTMENT .OF TRANSPORTATION
PLANS MUST BE RESUBMITTED TO THE SHA TRAFFIC ENGINEERING DESIGN DIVISION FOR REVIEW. STATE HIGHWAY ADMINISTRATION
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